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THANK YOU FOR BUYING A RYOBI PRODUCT.
To ensure your safety and satisfaction, carefully read through
this OWNER’S MANUAL before using the product.

GENERAL BATTERY SAFETY

1.

Before you use your battery charger, be sure to read all
instructions and cautions printed on:

« Battery Charger

« Battery

« Vehicle or unit using battery

. Use battery charger on LEAD ACID type rechargeable

batteries only, such as used in autos, trucks, tractors,
airplanes, vans, RV's trolling motors, etc. Charger is not
intended to supply power to low-voltage electrical system
other than in an automotive application.

WARNING: Do not use battery charger for charging dry-cell
batteries that are commonly used with home appliances. These
batteries may burst and cause injury to persons and damage to
property.

3.

Use only attachments recommended or sold by
manufacturer. Use of non-recommended attachments may
result in fire, electric shock, or injury.

. When disconnecting the battery charger, pull by the plug not

by the cord. Pulling on the cord may cause damage to cord
or plug.

. Locate battery power cord so it cannot be stepped on,

tripped over, or subjected to damage or stress.

. Do not operate charger with damaged cord or plug. Have

cord replaced immediately.

. Do not operate charger if it has received a sharp blow, been

dropped, or otherwise damaged in any way. Take it to a
qualified professional for inspection and repair.

. Do not disassemble charger. Take it to a qualified

professional when service or repair is required. Incorrect
reassembly may result in electric shock or fire.

. To reduce risk of electric shock, unplug charger from outlet

before attempting any maintenance or cleaning.

. Do not use an extension cord unless absolutely necessary.

Use of an improper extension cord could result in fire or
electric shock.

. Always charge battery in a well ventilated area.

NEVER operate in a closed-in or restricted area without
adequate ventilation.

WARNING: Risk of explosive gas.

12.

13.
14.

15.

16.
17.

Locate charger as far away from battery as DC charger
cables permit.
Do not expose charger to rain or snow.

NEVER charge a frozen battery. If battery fluid (electrolyte)
is frozen, bring into a warm area to thaw before charging.

NEVER allow battery acid to drip on charger when reading
specific gravity or filling battery.

NEVER set a battery on top of charger.

NEVER place charger directly above battery being charged.
Gases from battery will corrode and damage charger.

. NEVER touch the battery clips together when the charger is

energized.

. NEVER crank engine with charger attached to battery.

PERSONAL PRECAUTIONS AND SAFETY

-

. WARNING: Wear complete eye protection and clothing

protection, when working with lead-acid batteries.

2. Make sure someone is within range of your voice or close
enough to come to your aid when you work with or near a
lead-acid battery.

3. Have plenty of fresh water and soap nearby for use if battery
acid contacts skin, clothing, or eyes. If battery acid contacts
skin or clothing, wash immediately with soap and water.

4. Avoid touching your eyes while working with a battery. Acid
particles (corrosion) may get into your eyes! If acid enters
your eye, immediately flood eye with running cold water for at
least 10 minutes. Get medical attention immediately.

5. Remove all personal metal items such as rings, bracelets,
necklaces, and watches when working with a lead-acid
battery. A lead-acid battery can produce a short-circuit current
high enough to weld a ring (or the like) to metal, causing a
severe burn.

6. Take care not to drop a metal tool or other metal onto the
battery. Metal may cause sparking or short circuit the battery
or another electrical devise. Sparking may cause an
explosion.

7. Always operate battery charger in an open well ventilated
area.

8. NEVER smoke or allow a spark or flame in the vicinity of the
battery or engine. Batteries generate explosive gases!

DESCRIPTION

1. Red clip

2. Black clip

3. Ammeter gauge

4. Knife fuse

SPECIFICATION

Voltage 230V, 50Hz

Power input 143W

Power output 12Aaff/8Aarith

DC output 12V/8A

Charging lead 2m

Max. current 12A

Durative current 8A

Net weight 3.4kg

APPLICATIONS

BC-1200 battery charger is on electronic appliance. It is
designed for charging service-free batteries (as well as lead
batteries with gel), and for long-lasting charging, or keeping the
batteries in charged condition. ( motor boats, convertibles...)
The voltage during charging is limited to 14.1V, which prevents
the battery from overcharging and the process of charging does
not have to be controlled.

PREPARATION

1.

N

The battery should be disconnected from the vehicle’s
electrical system before being charged.

Any voltage peaks that occur may cause defects in these
electronic modules. Therefore the battery should be
disconnected from the electrical system before being charged.
Always remove grounded terminal from battery first.

. Study all battery manufacturer's specific precautions, such as

removing or not removing cell caps while charging, and
recommended rates of charge.
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PREPARATION

Also refer to the instructions in the owner’s manuals for the
car, radio, navigation system, etc.

Clean battery terminals. Take care to keep corrosion from
coming in contact with your eyes.

. If required, add distilled water in each cell until battery acid
reaches levels specified by battery manufacturer. This helps
purge excessive gas from cells. Do not overfill. For a battery
without cell caps, carefully follow manufacturer's recharging
instructions.

Be sure area around battery is well ventilated while battery is
being charged. Gas can be forcefully blown away by using a
piece of cardboard or other non-metallic material as a fan.
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CONNECTION SCHEME(Fig. 2)

CHARGING

WARNING: This charger will continue to charge even after the
battery is charged.

WARNING: Overcharging will damage the battery.

This is a manual (non-automatic) battery charger. A Manual
charger will continue to charge and will not shut off. You must
keep a visual check on the ammeter to determine when the
battery is charged.

1. Release, or remove the battery vent plug(Fig. 3).

2. Check the volume of electrolyte in the battery. The battery
electrolyte should cover the built-in boards in individual
chambers (battery 12V- 6 chambers)(battery 6V- 3
chambers). If necessary refill with distilled water.

First, connect the red clip to + positive pole(Fig. 4).

Then connect the black clip to - negative pole(Fig. 5).

Put the appliance plug into a socket 230V/50Hz(Fig. 6).
The time of charging depends on the battery condition.
However, It is very difficult to estimate it using the shown
formula)

[ ol

battery capacity[Ah]

Charging time/h =
arithmetic charging current {A}
« Battery capacity indicated on the battery
« Arithmetic charging current indicated
on the charger backside

7. After finishing the charging remove the plug from the socket.
(Fig. 7)

. Fisrst disconnect the black clip from the — negative pole of the
battery(Fig. 8).

Then disconnect the red clip from the + positive pole of the
battery(Fig. 9).

. Place the battery vent plug back.

©

©
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SECURITY

Wrong connection of poles or short-circuit would destroy the
built-in knife fuse (front side).It must be replaced with a new
knife fuse of the same value! (Fig. 11)

On extreme overload, or overheat by a wrong use, the thermal
fuse will switch off itself. The charger will switch on again after
cooled down sufficiently.

MAINTENANCE

Very little maintenance is required for the battery charger. Follow
common sense in wiping the charger clean and store in a clean,
dry area.

1. After use, wipe all battery corrosion and other dirt or oil from
clip, cord, and the charger case. Use a dry cloth.

2. Coil charger cords to prevent damage.

3. Have any cracked or frayed cords replaced by a qualified
professional.

4. Store battery charger in a clean, dry area.
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TROUBLESHOOTING

PROBLEM

CAUSE

SOLUTION

No meter reading.

Charger is not plugged in

Plug in

Connections are reversed

With charger unplugged, reverse clips
and reconnect (rock back and forth to bite
in)

Poor electrical connection

Clean clips and battery poles and
reconnect (roll back and forth to bite in)

AC outlet is dead

Plug in a lamp or other appliance to check
for voltage

Battery is defective (not accept charge)

Check battery

Knife fuse is broken

Replace knife fuse

Thermal protector is switched off

Wait until charger cooled down and reset
automatically

Ammeter does not taper down.

Battery has problem and not fully charged.

Check battery

High meter reading

Battery is defective (not take a charge).

Check battery

Charging current is less than full
output rating of charger.

Battery is partially charged.

Continue charging.

Battery is defective (battery plates are
crusted) and not accept a full charge.

Check battery and replace

AC power supply is low.

Plug charger into another AC outlet.
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RYOBI POWER EQUIPMENT

WARRANTY

Subject to the warranty conditions below, this
RYOBI tool (hereinafter called “the Product”),
is warranted by Ryobi (herein called “the
Company”) to be free from defects in material
or workmanship for a period of 24 months
from the date of original purchase covering
both parts and labour. Under the terms of
this warranty, the repair or replacement of
any part shall be the opinion of the Company
or its authorised agent. Should service
become necessary during the warranty
period, the owner should contact the
authorised Ryobi retailer from whom the
product was purchased, or the nearest
Company branch office. In order to obtain
warranty service, the owner must include the
Sales Docket and Warranty Certificate to
confirm date of purchase. This Product is
sold by the dealer or agent as principal and
the dealer has no authority from the Company
to give any additional warranty or guarantee
on the Company’s behalf except as herein
contained or herein referred to.

Warranty Conditions

This warranty only applies provided that the
Product has been used in accordance with
the manufacturer's recommendations under
normal use and reasonable care (in the
opinion of the Company) and such warranty
does not cover consumable components,
damage, malfunction or failure resulting from

misuse, neglect, abuse, or used for a purpose
for which it was not designed, or is not suited
and no repairs, alterations or modifications
have been attempted by other than an
Authorised Service Agent. This guarantee
will not apply if the tool is damaged by
accident or if repairs arise from normal wear
and tear.
Accessories such as bits,blades, sanding
discs, cutting lines, etc., are excluded from
this guarantee. Normal consumable parts,
such as carbon brushes, bearings, chucks,
cord assembly’s, spark plugs, recoil pulleys
and bump head assembly’s are specifically
excluded from this guarantee.
The Company accepts no additional liability
pursuant to this warranty for the costs of
traveling or transportation of the Product or
parts to and from the sevice dealer or agent
- which costs are not included in the warranty.
Nothing herein shall have the effect of
excluding, restricting or modifying any
conditions, warranty, right or liability imposed,
to the extent only that such exclusion,
restriction or modification would render any
term herein void.

RYOBI.

STEVENS & CO (Pty) Ltd
604, 16th Street, Randjespark
Midrand, South Africa

P O Box 4059
HALFWAY HOUSE
1685, South Africa

THIS WARRANTY FORM
SHOULD BE RETAINED BY THE CUSTOMER AT ALL TIMES.

For your record and to assist in establishing date of purchase (necessary for in-warranty service), please
keep your purchase docket and this form, completed with the following particulars.

Tel: +27 (11) 357-9600
Fax: +27 (11) 805-5541
email: stevens@ryobi.co.za

Present this form with your Purchase Docket when Warranty Service is required.




