


























ASSEMBLY

INSTALLING THE SAFETY GUARD

Always ensure the plastic debris shield
is fitted to the machine before using it.
The debris shield contains the line cutting

blade which controls the length of the
cutting line.

1. Unscrew the bump head locking knob and remove
the spool assembly. (fig.1)

2. Push the debris shield over the end of the shaft and
align the holes in the front of the guard with the
slots in the bracket on the shaft. (fig.2)

3. Insert the bolt and secure with the washer and nut
provided. (fig.3)

INSTALLING THE BUMP HEAD

1. Push the spool and line assembly onto the spindle.

2. Make sure that the hexagonal recess on the spool
is fully located on the hexagonal section on the
spindle. (fig.4)

3. Secure the spool and line assembly by screwing
the bump head locking knob onto the end of the
spindle.
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4. The cutting line should stick out 150mm each side.
If not long enough, take hold of both ends of the
line and tug hard to release them from the inner
spool clips. (fig.5)

REPLACEMENT OF THE CUTTING LINE.
1. Stop the engine.

2. Put the petrol line trimmer on the floor in a way
that the cutting line and spool assembly are
facing up.

3. Open the cutting line and spool assembly by
unscrewing the bump head locking knob.

4. Remove the remaining cutting line. (fig.6)

5. Cut the new thread, 6 metres long, attach the
cutting line to the spool, wrap the line firmly
clockwise. (fig.7)

6. After winding the line around the spool, attach the
ends as shown. (fig.8)




